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Abstract
At the SPARC LAB facility of INFN-LNF we are installing two transport lines for ultra-short electron bunches and an ultra-
intense laser pulses, generated by the SPARC photo-injector and by the FLAME laser in a synchronized fashion at the tens of f s
level, to co-propagate inside a hydrogen ﬁlled glass capillary, in order to perform acceleration of the electron bunch by a plasma
wave driven by the laser pulse. The main aim of this experiment is to demonstrate that a high brightness electron beam can be
accelerated by a plasma wave without any signiﬁcant degradation of its quality. Motivations of the technical choices made and
expected performances are reported.
c© 2013 The Authors. Published by Elsevier B.V.
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1. Introduction
The external injection experiment at SPARC LAB aims at combining the high accelerating gradient characteristic
of plasma-based accelerators with the production of high quality, stable and reproducible beams, typical of conven-
tional RF linear accelerators, in order to overcome the formidable diﬃculties arising when exploiting the plasma-based
acceleration schemes involving self-injection. In terms of electron beam parameters, the target consists in producing
high brightness electron bunches that can eventually be employed in a variety of applications, such as front-end injec-
tors for conventional accelerators and drivers for compact, short-pulse radiation sources.
Plasma accelerators are based on the excitation of large amplitude waves (or wakes) in a plasma; they can be driven
either by a high power laser pulses (for an extensive review, see Esarey et al., 2009), in which case the technique is
called Laser WakeField Acceleration (LWFA) or by particle bunches (ﬁrst introduced by Chen et al., 1985), called
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Plasma WakeField Acceleration (PWFA). The driver ﬁrst displaces plasma electrons while propagating in the plasma;
the subsequent oscillation of the plasma creates a plasma wave (a wake) following the driver. The accelerating ﬁeld
of the wake depends on the unperturbed plasma density and the regime of the excited plasma wave and can reach a
value typically up to 1 TV/m in the most non-linear regime.
2. The SPARC LAB facility
The SPARC LAB facility at LNF (Ferrario et al., 2013) consists in a conventional high brightness RF photo-
injector, SPARC, and a multi-hundred terawatt laser, FLAME.
SPARC has been conceived to deliver high brightness electron beams up to 150 MeV. Its layout is peculiar, since
the ﬁrst two accelerating sections are equipped with additional focusing solenoids allowing to control transverse dy-
namics for attaining challenging phase space gymnastics, such as low energy RF bunch compression with the velocity
bunching (VB) technique (Seraﬁni and Ferrario, 2001). Proﬁting of such particular layout, electron beams with record
brightness have been produced (Cianchi et al., 2008), carrying up to 1 kA peak current with rms normalized emittance
of about 1.5 mm mrad, to serve mainly the SASE and Seeded FEL experiments (Giannessi et al., 2011). Moreover,
SPARC demonstrated a novel active technique for beam generation and manipulation of ps-spaced, high brightness
electron bunch trains, the so called comb-beam (Mostacci et al., 2011), which allowed, together with VB (Ferrario
et al., 2011), to produce high intensity coherent THz radiation (Chiadroni et al., 2013) and will be used for driving a
PWFA experiment (Ferrario et al., 2013).
The high power laser FLAME has been successfully put into operation with the achievement of its nominal spec-
iﬁcations. A laser pulse carrying 6 J of energy, compressed down to about 30 f s pulse length, has been transported
into the experiment bunker. By focusing either into a supersonic gas jet or a solid target in the interaction chamber, it
has produced self-injected bunches of electrons and proton beams. Such techniques are already known in literature,
but the results conﬁrm that all the diﬀerent part of the facility, from control to diagnostics, have been commissioned
properly.
The integration of SPARC and FLAME is ongoing and particular care is being devoted to synchronization issues:
both electrons and photons are as long as tens of f s and jitters typical of conventional RF timing may prevent the
correct operation. For this reason a synchronization system based on optical distribution of the reference signal will
be installed shortly. Preliminary results show that the jitters between the master oscillators can be as low as 10 f s
peak to peak.
A very versatile dogleg (Figure 2) is under commissioning for delivering SPARC bunches to the external injection
interaction chamber; this dogleg will also serve the Thomson back-scattering X-ray source planned to operate at
SPARC LAB (Ferrario et al., 2013).
3. The external injection experiment
In contrast with self-injection schemes without any induced injection mechanisms, external injection in LWFA
presents many technical diﬃculties which need to be overcome; for example synchronization down to 10 f s level is
paramount to attain reproducibility and eﬃcient acceleration, while a precise laser/electrons alignment is needed for
stability, high brightness and for avoiding damages to whatever laser guiding devices is eventually employed. For that
reasons, and for avoiding unnecessary complications, at least at the beginning of the experiment, a judicious choice
of all the experimental parameters is in need.
3.1. Choice of parameters
The external injection scheme is conditioned by the performances of existing RF technologies; in particular, the
current limits in producing ultra-short bunches set the maximum value of the plasma wavelength λp that can be
exploited to post-accelerate the electron bunches. If the bunch length σz is longer than a signiﬁcant fraction of λp,
the accelerated bunch could suﬀer from an excessive amount of energy spread, leading to an unacceptable emittance
dilution when the electrons leave the plasma channel (Migliorati et al., 2013). Since the peak accelerating electric
ﬁeld inside the plasma E0 is proportional to λ−1p and also λ−1p ∝ n
1/2
0 , the constraint σz << λp is also a constraint
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on the maximum accelerating gradient inside the plasma. Simulations show (see Section 3.2) that a safe plasma
wavelength value is in the order of 100 μm, setting the plasma density to n0 ≈ 1017 cm−3 and the peak accelerating
ﬁeld E0 ≈ 30GV/m, which however would be attained only in the highly non-linear bubble regime. Increasing the
plasma density could still be an option, since the prescribed value assumes a working point for the linac which is far
from the limit; however, with increasing values of E0 and decreasing values of λp, the whole process becomes more
sensitive to jitters of whatever nature, advising against this option.
Plasma wave regimes can range from linear to highly non-linear: generally speaking, the ﬁrst are more stable
but yield less intense accelerating ﬁelds which are non-linear functions of the radial and longitudinal coordinates,
contributing in increasing beam emittance; on the other hand, the former are more unstable but produce high, linear
ﬁelds. Stronger ﬁelds mean a greater ﬁnal energy but also a higher sensitivity to any jitter and on bunch mismatching.
A good choice seems then to be right in the middle, exploiting a mildly non-linear wave, which corresponds to a
condition on the laser parameter a0 ≈ 1.
A major problem of the LWFA scheme is that, given a typical laser energy of a few Joules and a length of tens of f s,
the condition a0 ≥ 1 is met with a laser spot size w0 of few tens of microns. For Gaussian pulses, such a value implies
a Rayleigh length, lR at most of few centimeters, which is surely not enough to produce a signiﬁcant increase of the
electrons energy. This problem can be solved by guiding the laser pulse over lengths which are usually much larger
than the natural Rayleigh length. There are two main strategies for achieving guiding: either by transverse tapering of
the plasma density (n0 ∝ r2) or by using a capillary as an optical waveguide (Wojda et al., 2009). Transverse tapering,
though harder to properly manage, has the advantage of preventing any laser energy leakage from the plasma channel,
allowing a longer acceleration; moreover, since the laser pulse does not impinge on any solid surface, there are not
concerns of damages. On the contrary, the capillary waveguide is easier to operate, although there are energy losses,
due to the dielectric boundaries, and severely constrains the laser spot-size w0 = 0.645Rcap (Rcap being the capillary
inner radius) and focus position (Cross et al., 2002). We opted for the capillary waveguide, at least for the ﬁrst part of
the external injection experiment, due to its easy and cheap technical implementation. With this conﬁguration we must
also implement the constraint λp < 2Rcap, meaning that the “bulk” of the plasma wake shell not signiﬁcantly interact
with the guiding boundary; failing that, the behavior of the plasma wave cannot be easily predicted nor simulated, since
the plasma solid/surface interaction is very complex and depend heavily on the plasma electrons energy. Moreover,
since the matching of the laser pulse to the capillary is critical to perform a smooth propagation inside the waveguide,
we should avoid any eﬀect that could modify the laser waist dimension. In practice, this translate in an upper limit for
a0 that prevents the laser self-focusing (Gibbon, 2012).
For a proof of principle experiment, however, it can suﬃce an active accelerating length of order lR, provided that
the average energy increase achievable is larger than the energy spread due to (mainly temporal) jitters and the one
induced by ﬁeld curvature. For this reason, we will also consider a setting where the laser is not guided.
All the above mentioned considerations are summarized in Figure 1 (see Appendix A for details), assuming an
incoming laser pulse energy of 3.5 J with and a length of 35 f s, both of which are well within the possibilities of
FLAME. In the plot, we restrained the laser parameter to be in the range 1.0 ≤ a0 ≤ 1.3 in order to excite a mildly
non-linear wave and avoid self-focusing (white area between green lines); we also excluded the cavitation regime (area
under the red line, see Appendix A) and the values of n0 for which λp < 2Rcap does not hold (area under the blue
line). The pink dot represents the chosen working point: Rcap = 60 μm and n0 = 1017 cm−3. This working point seems
to be the best compromise between all the aforementioned conditions. Moreover, the resonant Lorentz factor, coming
from the laser group velocity inside the plasma, turns out to be in excess of 90, so that the dephasing length is more
than 1.5m, much longer than the planned maximum capillary length allowed by the interaction chamber (10− 20 cm).
Moreover the value of Rcap is such that the energy losses at the boundaries also have a characteristic length of over
1m.
3.2. Start to end simulations
Start-to-end simulations for the External-Injection experiment are performed using three diﬀerent numerical codes:
ASTRA (Flo¨ttmann, 2006) for the bunch generation at the photocathode and acceleration down to the linac end,
ELEGANT (Borland, 2001) for the transport inside the dogleg (see Figure 2 for a schematic layout) and QFLUID2
(Tomassini, 2010) for the acceleration in plasma.
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Fig. 1. Exclusion areas coming from physical and practical constraints and the chosen working point. See text for details.
Fig. 2. Layout of the dogleg.
The electron bunch is extracted from the photocathode by a short, Gaussian laser pulse with an r.m.s. length
σt = 300 f s and compressed, by VB, in the following traveling wave cavities, down to about 70 f s with a ﬁnal energy
of 78 MeV . Afterwards it is again magnetically compressed during the transport in the dogleg by a factor of 2. The
peak current associated to the bunch does never exceed a value of 300 A, so that we do not expect signiﬁcant eﬀects
from Coherent Synchrotron Radiation in the dogleg and from beam loading in the plasma. Even if beam loading can
help in reducing the ﬁnal energy spread (see, for example, Tzoufras et al., 2009, and references therein), in our mildly
non-linear regime, it can also generate detrimental eﬀects. In fact, since the plasma wake is not completely void of
electrons, the electron bunch unavoidably acts as the driver of a secondary plasma wave, starting to loose some amount
of energy to the plasma. The extent of this process is proportional to the beam current, so increasing it can not be done
without a further, detailed evaluation of pros and cons. This justiﬁes the low value of the bunch charge, which also
allows for a quite high overall longitudinal compression factor; lower charges, though possible, would require very
expensive diagnostics systems. All the other choices done in setting up the acceleration, compression and transport
parameters, cope with the requirement of allowing a relatively easy operation of the machine. In Fig. 3 the transverse
spot and the longitudinal phase space of the injected bunch are reported, together with a plot of the slice current. Such
bunch still needs optimization; the position of the current peak should be moved in the head area of the beam itself
in order to be in the region of the plasma wave where the transverse electric ﬁeld is focusing (i.e. before the peak
accelerating longitudinal ﬁeld). Moreover the dimensions in the transverse spot and the two transverse phase spaces
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are quite diﬀerent, with the bending x plane having larger values both on σ and on n. The insertion of one or more
collimating slits before the interaction point seems to be needed in order to make the beam more symmetric.
Fig. 3. Transverse spot (left) and longitudinal phase space with slice current (right) of the bunch before plasma acceleration.
3.2.1. Acceleration without laser guiding
We plan to perform the ExIn experiment in two steps of increasing diﬃculty. Step one will not make use of any
guiding device for the laser pulse and constitutes a proof of principle of the external injection scheme. A gas cell will
be employed only as a mean for conﬁning the gas that will be ionized by the laser. In order to achieve a signiﬁcant
acceleration length we set the laser spot-size to w0 = 120 μm so that twice the Rayleigh range is about 3 cm, the length
of the gas cell itself; with such parameters for the laser propagation, the value of a0 ranges from 0.62 at injection up
to 0.88 at the waist position, so that the excited plasma wave is almost linear. This regime could be useful to gain
experience on the matching of the electron beam to the plasma channel focusing ﬁeld.
Fig. 4. Transverse spot (top left), longitudinal vs transverse (top right), transverse phase space (bottom left) and longitudinal phase space together
with slice current (bottom right) of the bunch after acceleration in the gas cell conﬁguration.
The bunch resulting from the plasma acceleration is reported in Fig. 4, while the beam parameters are reported in
Table 1 with a ﬁnal energy of about 120 MeV, corresponding to an average accelerating ﬁeld of 1.3 GV/m. Since we
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work in an almost linear regime, some beam loading eﬀects can be seen in the longitudinal phase space in correspon-
dence of the current peaks. Moreover, the bunch is surrounded by a halo which corresponds to the asymmetric charge
in the transverse spot of Fig. 3; such particles do contribute to the emittance value in Table 1 but would probably be
lost to the beam pipe tube in the transport to the diagnostics station, so that the resulting emittance should be lower
than what reported. The presence of a transverse ﬁeld depending on the longitudinal position can be clearly seen in
the x vs z plot, where the bunch appears to have a triangular like shape. The peak current is less than the incoming
bunch current since about 8% of the charge has been expelled from the accelerating bucket.
Table 1. Beam parameters at diﬀerent locations of the beamline.
Cathode Linac end Dogleg end Plasma end (gas cell) Plasma end (capillary)
Charge (pC) 20 18.5 14
σx (μm) 120 450 13 4.5 3.5
σz ( f s) 300 70 29
Energy (MeV) 78 120 630
Energy spread (%, uncorr.) 0.1 0.2 <1 1
xn (mm − mrad) 0.23 2.7 4.5 3.5
3.2.2. Acceleration with capillary guiding
The goal of the second step of ExIn is to produce a high quality electron bunch. To this end, it is important to ﬁnd a
proper matching when the electrons enter the plasma and leave it. Analytic formulas do not apply since they are valid
in the limiting situations of either linear waves or bubble regime. We then run many simulations assuming that we
could change adiabatically the beam transverse size at the plasma entrance. Moreover, we sought the best performing
value of the injection phase inside the plasma wave. The result was a delay from the laser pulse of Δt = 182 fs as
injection phase and the best matching was found to be a transverse size σx = 3.8 μm. Figure 5 shows the beam size
and emittance evolution along a 10 cm long capillary. This value represents only the maximum allowed capillary
length that can be contained in the interaction chamber, which is, at present, under an advanced design stage.
Fig. 5. Bunch transverse envelope (left) and emittance (right) evolution during acceleration. Diﬀerent curves correspond to diﬀerent matchings.
The blue line in left plot shows the qualitative trend of a matched beam (see text for details).
Beam parameters during acceleration in plasma are reported in Fig. 5. The sudden, large increase of size and emit-
tance soon after entering the plasma, is due to the expulsion of the unmatched charge (the asymmetric particles in Fig.
3) from the accelerating plasma bucket. More charge is expelled as the acceleration process takes place due to the long
wavelength (slow) oscillations of the envelope. These come from the laser driver: whenever a laser pulse is guided
by hollow dielectric waveguide or a transverse plasma density tapering, its peak power value does oscillate (Andreev
et al., 2002) and the injected bunch experiences both transverse and longitudinal electric ﬁelds whose intensities vary
with time. Together with the nonlinear dependence of the transverse ﬁeld on the radial position, this contributes to
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emittance dilution and electrons expulsion. The fast oscillations, instead, are probably due to the longitudinal depen-
dence of the ﬁelds, so that diﬀerent beam slices (with diﬀerent energy) experiences betatron oscillations with diﬀerent
frequencies (diﬀerent focusing ﬁeld), adding up to the retrieved trend. However, the bunch overall matching is quite
good, since emittance increases only about 30% of the initial value and the envelope, excluding the charge expulsion
episodes, remeins close to the shown qualitative matched envelope (blue line in Fig. 5) for linear focusing ﬁelds
σx ∝ γ
−1/4 (Ferrario, 2012).
Fig. 6. Transverse spot (top left), longitudinal vs transverse (top right), transverse phase space (bottom left) and longitudinal phase space together
with slice current (bottom right) of the bunch after acceleration in the capillary guiding conﬁguration.
The beam produced after the acceleration process is shown in Fig. 6 and its properties are summarized in Table
1. Contrary to the case of the gas cell conﬁguration, there is no halo surrounding the beam and beam load does not
play any signiﬁcant eﬀect. The scattered particles that can be seen in the trailing area of the longitudinal phase space,
are mainly due to the de-focusing nature of the transverse ﬁeld in that region. They are also responsible for the high
value of the slice emittance and energy spread, shown in Fig. 7. As said, moving the current peak in the head area
of the beam would greatly improve performances. Moreover, with the mentioned injection parameters, the portion of
expelled charge after the 10 cm capillary turns out to be about 28%: this value will also be decreased by moving the
current peak. The triangular shape of the z, x projection of the bunch is again due to the longitudinal dependence of
the transverse ﬁeld. Such an undesired feature would be greatly reduced if the input bunch length could be reduced to
the target value of 10 μm FWHM. With such beam the value of energy spread could also be reduced well under the
value reported in Table 1, as shown by Rossi et al. (2012).
3.3. Diagnostics
High accuracy and precision diagnostic tools are compulsory for both transverse and longitudinal characterization
of the electron beam; preferably non intercepting and single shot diagnostics should provide the required resolution of
few tens of f s bunch length and few microns transverse beam size. More details on the diagnostics challenges posed
by plasma accelerated beams can be found in Cianchi et al. (2012)
At SPARC LAB a wide energy range spectrometer will provide means of measuring the beam energy and its
spread. The emittance will be measured by the quadrupole scan technique, tough, if the beam energy spread is
relatively large, the results could be unreliable due to chromatic eﬀects (Mostacci et al., 2012). As for the longitudinal
diagnostics, we plan to insert an RF deﬂector downstream the plasma interaction chamber. Finally, a device to measure
the betatron radiation (Corde et al., 2012) and the transition radiation (Chiadroni, 2006) are foreseen.
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Fig. 7. Slice parameters of the bunch after acceleration in the capillary conﬁguration.
3.4. Schedule
The installation of the dedicated beam line is ongoing and will proceed alternating with regular machine operation
till the end of 2014. The interaction chamber is in the ﬁnal design stage and will be available before the end of the line
installation. Commissioning will take place within the ﬁrst half of 2015 and ﬁrst plasma acceleration experiments are
foreseen by the end of 2015.
4. Conclusions
In this paper we showed the start to end simulation in preparation of the External Injection experiment at the
SPARC LAB facility of INFN - LNF. Two diﬀerent settings for the plasma acceleration have been considered: one
easier, in which the laser pulse is not guided and acceleration occurs on the natural Rayleigh range of the laser itself,
yielding an accelerated beam which can be considered as a proof of principle experiment; the other one foresees the
exploitation of a hollow dielectric waveguide (glass capillary) in order to extend the useful accelerating length. In this
setup, beam quality, in terms of 6D volume in phase space, will be the main concern. Simulations show a good result
in that direction, although further optimization of the bunch generation and transport is still needed to reach optimal
performances.
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Appendix A. Scaling laws
In this Appendix we report some useful scaling laws for laser-plasma interaction. For details on the derivation see
Gibbon (2012). In the following, we make use of the practical quantities
I18 =
IL
1018 Wcm−2
(A.1)
λμ =
λL
μm
(A.2)
wμ =
wL
μm
(A.3)
a0 = 0.85λμ
√
I18, (A.4)
for the laser pulse, which has an rms spot size wL (wμ if expressed in microns), an rms length τL, a frequency ωL and
a Gaussian envelope. IL is the laser intensity and λL its wavelength. Whenever we require the laser to be matched to
the capillary, we can substitute wL with the matched value wmatchedL = 0.645Rcap (Cross et al., 2002).
For the plasma we use
ωp = 5.6 × 104
(
n0
cm−3
)
s−1 (A.5)
n18 =
n0
1018 cm−3
(A.6)
vg = c
√
1 −
ω2p
ω2L
≈ c
⎛⎜⎜⎜⎜⎝1 − 12γ2p
⎞⎟⎟⎟⎟⎠ (A.7)
where n0 is the unperturbed plasma density, vg the wake (laser) group velocity and γ2p = ω2L/ω2p the corresponding
resonant Lorentz factor.
The critical power for self-focusing reads:
Pc ≈ 17.5
(
ωL
ωp
)2
GW (A.8)
Combining eq. (A.1), (A.4) and (A.8), we get the threshold for self focusing in term of the laser parameter a0:
a0 ≈ 0.63
λμ
wμ
ωL
ωp
. (A.9)
The laser intensity threshold for exciting cavitation in the plasma can be expressed as:
I18λ2μ >
1
20n18w
2
μ. (A.10)
When the laser intensity exceeds this limiting value, the plasma wave regime becomes highly non linear: the laser
trailing area is completely void of electrons and only the positive ions are left.
The dephasing length is found to be:
Ldp =
cλp
2(c − vg) ≈ 3.2n
−3/2
18 λ
−2
μ cm. (A.11)
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